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FOREWORD This Indian Standard was adopted by the Bureau of Indian Standards on 7 August 1989, after the draft finalized by the Sewing Machines Sectional Committee had been approved by the Light Mechanical Engineering Division Council. While preparing this standard assistance has been derived from JIS B 9013 - 1959 `Sewing machine table for house use', issued by the Japanese Industrial Standards Committee.
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Indian Standard HOUSEHOLD SEWING MACHINES TABLES AND BASE
1 SCOPE 1.1 This standard

IS No. lays down the requirements and base -for sewing machines for purposes. IS 10018 : 1981

Title

for table household

2 REFERENCES IS No.
Title

IS 12406 : 1988

Lacquer, cellulose nitrate, clear, finishing glossy for wood Medium density fireboard for general purposes.

Method of sampling IS 101 ( Part 3/Set 4) : 1987 and test for paints, varnishes and related products: Part 3 Test paint film foron mation, Set 4 Finish Methods of sampling IS 101 ( Part 5/Set 1 ) : 1988 and test for paints, varnishes and related products : Part 5 Mechanical test for paint film, Set 1 Hardness test IS 303 : 1974 IS 513 : 1986 Plywood purposes. for general

3 TYPES 3.1 Different follows: types of tables and base are as

a) Common Type Tables Tables with drawers attached, b) Base May be composed of base and cover, and c) Cabinet Type Table Tables consisting of table with side door, back, bottom, etc. 4 DESIGNATION
4.1 Designation

and shield

bottom

Cold rolled low carbon steel sheets and strips ( third revision ) Synthetic resin adhesives for plywood coating Electroplated nickel plus chromium and copper plus nickel plus chromium in iron steel ( second and
revision )

shall include type of table, nominal width (h), nominal lengths (I) of the table, and the IS number of this standard. Example A common type table having width b = 400 mm, and length, 1 = 800 mm shall be designated as: Common Type Table 400 x 800 IS 12789
NOTE - Width and length of table shall be as agreed to between the purchaser and the supplier. 5 MATERIAL

IS 848 : 1974 Is 1068 : 1985

IS 1078 ( Part 1 ) : 1986

Methods of testing of small clear specimens timber : Part 1 of Determination of moisture content Method of test for plywood : Part 5 Test for adhesion of plies Methods of test plywood : Part Determination water resistance for 6 of

5.1 Lumber The lumber conditions: shall conform to the following

IS 1734 ( Part 5 ) : 1983 IS 1734 ( Part 6 ) : 1983

a) Lumber shall be sufficiently dried and its moisture content shall be less than 15 percent in accordance with moisture content test specified in 12.1, b) Material used in the visible portions shall be free from cracks and defects, such as
knots, rot, and break in grain.

IS 3087 : 1985

Wood particle boards ( medium density ) for
general purposes revision ) ( jitst

5.2 Plywood The plywood shall conform to grade CWR Type AB and above conforming to IS 303 : 1975. 1

IS 12789: 1989 52.1 The surface of plywood

shall be free from defects which may cause poor appearance when finished.

5.9.3

Other Hardrvares

Rust preventive ;;h:;eJardwares, 6 STRUCTURE
6.1 The structure

treatment shall be applied to and visible portions finally

5.3 Fibreboard shall conform to IS 12406 : 1988. Medium density fibreboard or particle board conforming to IS 3087 : 1985. 5.4 Face Veener The face veener shall be free from defects which may cause poor appearance when finished. 5.5 Laminated 1969.
Sheets, The fibreboard

shall conform to IS 2046 :

5.6 Binding Agent The adhesive used and binding agent shall conform to grade CWR of IS 848 : 1974. 5.7 Drip Tray The drip tray shall be manufactured from suitable steel sheets such as grade 0 of IS 513 : 1986. 5.8 Finishing Material, IS 10018 : 1981. 5.9 Hardware
5.9.1 Machine Lifting Piate The machine lifting plate shall conform . to the following: a) Shape and dimensions of machine lifting plate shall be in accordance with Fig. 1. b) Coated surface of lifting plate shall be smooth, colouring and lustre uniform, have sufficient hardness and shall be free from flaws such as cracks, mars, peeling, dents, strains, paint runs, dust mixture.

shall

conform

to

shall conform to the following: a) Structure of each part shall be sufficiently strong and durable. b) Adhesion of table board shall be satisfactory and plywood parts shall possess water resistance nature equivalent to that of normal water resistance nature specified in adhesion strength test given in 12.2. Drawer shall be firmly assembled and shall be free from excessive gap at joints, drawer assembly shall be fastened securely to the table with wood screws. 4 Shield bottom shall be firmly assembled and fastened securely to the table with hardware or wood screws. This, however, is not applicable to shield bottom for cabinets base where it is loosely placed. However, the thickness of drip tray shall not be less than 0'5 mm. 4 Cover and base shall be from excessive gap at joints as well as irregular grain.

c>

f) Sides, back and bottom

panel of cabinet shall be assembled firmly and fastened securely to the table with hardware or wood screws. !z)Hardwares shall be fastened securely with wood screws, bolts and nuts, surface of hinges and locks shall not protrude above the wooden surface any more than the chamfered portion and shall be fitted snugly in the cut-out and seat.
DIMENSIONS AND ACCURACY

7 SHAPE,

5.9.2 Hinges and Lock Hinges and lock shall be of good quality and plated as per IS 1068 : 1985 with minimum plating thickness of 6 micrometer

7.1 Shape and Dimension,

shall be as shown in shall not be less

Fig. 2 and 3. 7.2 Thickness than 19 mm. of the table

\Lcc FOF FIXING WITH EEL' PLATF

All

dimensions in millimetres.
2

FIG. I

SHAPE AED DISTENSIONS OF MACHINE LIPTING PLATE
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6~.5:0.25, _ .

246fO.L.

A11 dimensions FIG.

in millimetres.

2 CUT-OUT FOR BED WHEN MACHINE LIFTING PLATE IS USED

R 20 c 375 4.6 All dimensions in millimetres. FIG. 3 CUT-OUT FOR BED WHEN MACHINE LIPTINO PLATE IS NOT USED to, specified dimensioos, however, the 4

L

NOTE tolerance

shall be in accordance

When specially requested. the bed cut-out may bc made with Fig. 2 and Fig. 3. of Assembly,
shall be as follows: MilX Dimensions

7.3 Accuracy
Sl

VI Clearance
vi) Height
above
vii)

No.

Description

between centre drawer of machine
surface of table

table

and

2'0 3'0

mm i) Clearance at cut-off section shall
be uniform to bed ii) Misalignment all over with respect 1.5

platform and and

Clearance between drawer bottom fact of table Clearance between cover base or cover and table

3'0 2'0

of cut-off in depth
bed

section
of cutover the

0'5
0'5 1'0

with bed profile iii) Non-uniformity

viii)

off bed iv) Raise of machine table surface

NOTE - Clearance of drawer shall be measured when the drawer is in the closed position. 3

IS 12789 : 1989 8 APPEARANCE 12 TEST 12.1 Moisture

shall be elegant and also free from defects and shall conform to the following: a) All parts shall be free from harmful deformation, warpage, twist and unevenness. b) The surfaces of table bed and cover, also the face verneer on the front of cabinet shall be elegant. c) Hardwares shall be free from defects such as mars, rust, peeling etc.
9 COATING 9.1 Coating shall conform Set 4 ) : 1987. 10 FUNCTION 10.1 Function

8.1 Appearances

Ligt

Moisture list shall be conducted in accordance witrl moisture content measuring method specified in IS 1708 ( Part 1 ) : 1986. 12.2 Adhesion Strength Test The test shall be conducted in accordance the provisions of IS 1734 ( Part 5 ) : 1983. 12.3 Water Resistance Test The test shall be conducted in accordance the provisions of IS 1734 ( Part 6 ) : 1983.
12.4 Hardness

with

with

to IS 101 ( Part 3/

Test of Coated Film with

The test shall be conducted in accordance IS 101 ( Part S/Set 1 ) : 1988. 13 INSPECTION

shall conform to the following:

a) Folding table shall be made in such a manner that the machine head can be housed without hindrance; b) Drawer, hinges, and hardwares and also other subsidiary fixtures shall function smoothly and satisfactorily, and c) Stability of the base shall be satisfactory.
11 WEATHER-PROOFNESS REQUIREMENTS 11.1 It shall conform

13.1 Inspection of materials, structure, shape, dimensions, accuracy, appearance, coating, function shall be carried out to determine compliance with requirements specified, in 6 to 12. As to moisture content, inspection shall be made of materials in the stake immediately prior to the machining operation. 14 MARKING 14.1 The table may be marked turer's name or trade-mark. 15 PACKING with manufac-

to the following ments of the weather-proof test:

require-

a) Wood parts shall be free from defects, such as delamination, cracks, and peeling, and shall not deform conspicuously or function abnormally, b) Coated surface shall be free from damage to gloss, colouring and also peeling, and c) Hardware shall be free from rust and shall function normally.

15.1 Each wooden table shall be individually wrapped in a kraft paper after proper cleaning and removing dust, etc. in such a manner that no dust can enter it. 15.2 The wrapped wooden table shall be packed in a wooden packing box alongwith all the fitting parts and accessories as per the best prevailing practice in the trade. The number of wooden table to be packed in packing box shall be as agreed to between the supplier and the purchaser.

4

_

Standard Mark The use of the Standard Mark is governed by the provisions of the Bureau of Indian Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on products covered by an Indian Standard conveys the assurance that they have been produced to comply with the requirements of that standard under a well defined system of inspection, testing and quality control which is devised and supervised by BIS and operated by the producer. Standard marked products are also continuously checked by BIS for conformity to that standard as a further safeguard. Details of conditions under which a licence for the use of the Standard Mark may be granted to manufacturers or producers may be obtained from the Bureau of Indian Standards.

Bureas of Indian Standards BIS is a statutory institution established under the Bureau of Indian Standards promote harmonious development of the activities of standardization, marking certification of goods and attending to connected matters in the country. Copyright No part of these BIS has the copyright of all its publications. any form without the prior permission in writing of BIS. This the course of implementing the standard, of necessary details, grade designations. Enquiries relating to copyright be addressed Revision of Indian Standards Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, are issued from time to time. Users of Indian Standards should ascertain that they are in possession of the latest amendments or edition. Comments on this Indian Standard may be sent to BIS giving the following reference: Dot : No. LMD 18 ( 5079) publications may be reproduced in does not preclude the free use, in such as symbols and sizes, type or to the Director ( Publications ), BIS. Act, 1986 to and quality

Amendments Issued Since Publication Amend No. Date of Issue Text Affected
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